CLEANOUT PIPE SIZE SHALL CONFORM
TO SEWER MAIN PIFE SIZE UFP TQ 12
D, PIPE — FOR SEWER MAINS OVER
127 1.D. A 12° CLEANQUT SHALL BE
USED — A MANUFACTURED PIPE
ADAFTOR SHALL BE USED WHEN
CHANGING PIPE SIZE

12"

CLEANOUT COVER

4 FOOT MINIMUM DEPTH
OR AS SPECIFIED

CLEANCUT PIPE AND
FITTINGS SHALL BE
THE SAME MATERIAL
AS THE MAIN PIPE

45° BEND

FINISH GRADE — FINAL ADJUSTMENT OF
CLEANOUT SHALL MATCH FINISH SURFACE —
FINAL ADJUSTMENT SHALL BE MADE PRICR
Ta PLACING WEARING CAURSE QF PAVEMENT.

45" BEND

COMPACTED CRUSHED AGGCREGATE BACKFILL
TGO UNDISTURBED EARTH

|
I UMIT OF CLEANOUT PAY LIMITS

STANDARD CLEANCUT DETAIL

(FOR END OF SANITARY MAIN WITH
FOUR QR LESS SERVICE CONNECTIONS)

INSTALL GLEANQUT 12" FROM
R/W LINE OR AS DIRECTED

127

WATERTIGHT PLUG QLIVER TYPE/\

OR APPROVED EQUAL WITH METAL T

PARTS PLACED 3 BELOW FINSHED u I

GRADE 1 4
o el

4 FOOT MINIMUM DEFTH
OR AS SPECIFIED

2—WAY CLEANDUT

PIPE DIAMETER
AS SPECIFIED

—

A\
Y

PIPE ZONE MATERIAL
AS SFECIFIED |

LUMIT QF CLEANQUT PAY

- CLEANQUT CQOVER

—~—— FINISH GRADE - FINAL ADJUSTMENT OF
CLEANQUT SHALL MATCH FINISH SURFACE —
FINAL ADJUSTMENT SHALL BE MADE PRIOR
TO PLACING WEARING COURSE OF PAVEMENT.

COMPACTED CRUSHED AGGREGATE
BACKFILL TC UNDISTURBED EARTH
UNDER CONCRETE SLAB

CONNECT EXISTING BUILDING SERVICE LINE, OR
INSTALL WATERTIGHT PLUG AND MARKER POST
S5 FEET MINIMUM FROM CLEANOUT WHEN NO
EXISTING SERVICE LINE EXISTS.

PRIVATE LATERAL MAINTENANCE RESPONSILIBITY
EXTENDS TC CLEANOUT TEE.

rl

FUTURE SERVICE LINE

A

CITY OF CORVALLIS

STANDARD SERMCE LATERAL CLEANOUT DETAIL

NOTES:

1
2)

3)

4)

SEE DETAIL Z08A FOR STANDARD MAIN FIFE CONNECTION DETAILS.

MARKER POSTS AND BLOCKING FOR END OF LINE SHALL BE A PRESSURE
TREATED 2x4. POST SHALL EXTEND 12" ABOVE FINISH GRADE AND PAINTED WHITE.

CLEANDUTS OUTSIDE DF PAVED AREA SHALL BE IDENTIFIED WITH
FIBERGLASS MARKER POST.

GLUE-ON OR SOLVENT WELDED PLUGS SHALL NOT BE FERMITTED.
MIN. DEPTH AT RIGHT-OF-WAY LINE SHALL BE 4 FT. CR AS SPECIFIED.

ENGINEERING DIVISKON

STANDARD CLEANQUT
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